
GIROVEND
CASHLESS PAYMENT

DATASHEET |  GIROVEND  |  CHIP & PIN KIOSK

GIROVEND
CHIP & PIN KIOSK
The GiroVend Chip & Pin is an easy and effi cient way to 
securely transfer funds to your cashless payment card. The unit 
enables the user to select the amount to be transferred and by 
using the latest chip and pin technology transfer the funds from 
their bank account to their cashless payment card. 

The user is guided through the system by easy to follow 
step-by-step instructions that allow the user to cancel the 
transaction at any point. Offering an increased level of security, 
the unit is in full compliance with the latest banking standards, 
and operates using the same format as most ATM machines.

Working in partnership with PayChannel, a leading provider 
of credit and debit card transaction processing systems, the 
unit incorporates the robust Hypercom chip & pin card reader 
technology providing fast authorisation and settlement services 
with major card acquirers.

KEY FEATURES:
  Secure, guaranteed transfer of funds from account to card using 
chip & pin facility

  Full support for GiroVend cashless payment functionality 
including purse, permission and payment rules 

  Software con� gurable touch screen
  NCR receipt printer (housed within pedestal)
  Compliance with latest banking standards for secure funds 
transfer

  Compact system for EFT loading
  Easy to use touch screen system
  Supported by all major card aquirers
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TECHNICAL SPECIFICATION:
  Capacitive 15” touch screen display
  NCR 7402 kiosk

Hypercom Card Reader
  Hybrid chip and magnetic stripe reader 
(ISO 7816, ISO 7811, 3 tracks)

  3 control LEDs in front metal bezel
  Anti-vandal Hypercom metal bezel
  Card locking
  Shutter to prevent foreign body insertion
  Emergency power-fail card release

Universal Card Reader
  Mifare, iCLASS or ONLINE card and tag readers
  2x16-character display

Data Transfer
  TCP/IP networking over existing Local Area Network
  Persistent connection to the Internet required for bank card 
authorisations

Environmental
  Operating temperature 0-40°C, humidity 0-50%
  Suitable for use in dining areas, of� ces, corridors and foyers
  Not for use outside, in wet conditions or areas with a 
consistently high temperature

Electrical
  13A standard socket required
  Network requirements RJ45

Network  
  2 x 10/100 Ethernet RJ45 connections required

Footprint
  600 x 600mm


