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The GiroVend Cash Loader provides a quick and simple way to 
load cash on to a card. Simply enter a card into the card reader 
to view the current card balance. You can then add coins, notes 
or a combination of the two increasing the value on the card up 
to your preferred value. 

GiroVend Cash Loaders provide a centralised cash collection 
point. GiroVend Cash Loaders are secure, compact and robust 
self service units, able to blend into any location including 
reception areas, foyers, entrance halls and staff restaurants. 
Interface with a variety of GiroVend Management services and 
access via management PC for minimum operation in reporting 
on and updating GiroVend Cash Loaders.

GiroVend Cash Loaders offer three options for interfacing 
including Coin Loaders, Note Loaders and Coin and Note 
Loaders. 

KEY FEATURES: 
  Coin and/or note loading ability
  Display shows current value on card
  Full support for GiroVend cashless payment functionality 
  Reinforced door with concealed hinges and robust multi point 
locking system

  Validate up to six coin denominations
  Locked coin and note stores
  Collect coins in locked bag
  Note acceptor with locked note stacker unit
  16 character display
  Slimline design with small footprint

KEY BENEFITS:
  Easy to use with simple step by step LCD display instructions
  Secure and easy transfer of cash
  Bank units, without impending access
  Added cash security
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TECHNICAL SPCIFICATIONS:
  Mifare, iCLASS or ONLINE readers
  16-character display
  Windows CE Control Unit
  CE.net software platform

Data Transfer
  TCP/IP networking over existing Local Area Network
  Of� ine Data Transfer via USB stick

Environmental
  Operating temperature 0-40°C, humidity 0-50%
  Suitable for use in dining areas, of� ces, corridors and foyers
  Not for use outside, in wet conditions or areas with a 
consistently high temperature

Electrical
  13A standard socket required

Network 
  10/100 Ethernet via RJ45 Connector

Dimensions 
  W:30cm x H:100cm x D:31cm   
  Height is increased to 161cm with plinth

Weight
   Coin Only: 54Kg
   Note Only: 59Kg
   Coin & Note: 60Kg
   Plinth: 20Kg

THE COMPLETE GIROVEND CASHLESS 
PAYMENT HARDWARE RANGE INCLUDES:
  Touch Screen Tills
  EPOS Card Readers
  Cash Loaders
  Vending Units
  Visitor Card & Refund Unit


