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GIROVEND
VENDING INTERFACE
GiroVend Cashless Vending Readers can increase effi ciency 
and turnover of vending operations by eliminating the need for 
unreliable coin handling mechanisms in vending machines. Users 
pay for goods using value ‘preloaded’ to a cashless payment card 
which can also be used to purchase from other units in a system 
installation.

GiroVend Readers allow for improvements in security, as well as 
the ability to offer an enhanced level of management control.

The vending readers can be fi tted to a wide range of machine 
types and models. Many major European manufacturers can 
factory-fi t GiroVend readers, while G4S Technology can offer a 
retrofi tting service for existing vending units.

KEY FEATURES:
  Clear customer text via 2-line, 16-character LCD display
  Comprehensive management data with full transaction 
recording and reporting

  Automated data transfer between vending reader and 
management system using Local Area Network

  Differential pricing for various groups of users
  Free vend entitlement
  Apply purchase restrictions and incentive schemes
  Online or of� ine use

KEY BENEFITS: 
  Eliminate cash losses and security issues
  Improve sales through increased ef� ciency and impulse 
purchases

  Increased machine availability
  Customers are able to view card balance
  Improved transaction control
  Increased people � ow
  Identify best selling product lines
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SPECIFICATIONS: 
  Available for use with either MYRIAD, HOSTED or 
ONLINE systems

  Integrated reader can be factory � t or retro � t
  Mifare, iCLASS or ONLINE readers
  Link to CE core via MDB or Protocol A
  2x16 character LCD display
  Desktop Interface available for Desktop Vending Units

Electrical
  Takes electrical feed from Vending Machine
  40VDC / 15-28VAC, 2A max
  Desktop unit requires single 13A socket

Network
  10/100 Ethernet via RJ45 connector

Data Transfer Options
  TCP/IP networking over existing Local Area Network
  Of� ine � le transfer option using USB memory stick

Environmental
  Operating temperature 0-40°C, humidity 0-50%
  Suitable for use in dining areas, of� ces, corridors and foyers
  Not for use outside, in wet conditions or areas with a 
consistently high temperature

THE COMPLETE GIROVEND CASHLESS 
PAYMENT HARDWARE RANGE INCLUDES:
  Touch Screen Tills
  EPOS Card Readers
  Cash Loaders
  Chip & Pin Kiosks
  Visitor Card & Refund Unit


