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GIROVEND
VISITOR CARD UNIT & REFUND UNIT
The GiroVend Visitor Card Unit dispenses a confi gured cashless 
payment card for a set deposit which can be loaded with funds 
using any of the GiroVend Loaders, allowing visitors to purchase 
goods on a cashless site.

The GiroVend Visitor Card Unit can be used in conjunction with 
the GiroVend Refund Unit enabling the visitor to refund any 
remaining balance on their card. Two refund options allow the 
visitor to refund the card balance plus the card deposit with the 
unit retaining the card or alternatively the unit will refund the 
balance on the card, returning the card to the visitor providing 
additional fl exibility.

KEY BENEFITS:

GiroVend Visitor Card Unit
  Maintain a completely cashless facility
  Allow contractors, visitors and guests to use cashless facilities 
on site

GiroVend Refund Unit
  Maintain a completely cashless facility
  Two refund options 

GIROVEND VISITOR CARD UNIT
  Able to dispense pre-registered visitor cards for a de� ned 
deposit

  Communicates with the GiroVend Management system 
allowing issue of cards to be tracked

GIROVEND REFUND UNIT
  Refund card balance and deposit - Any value left on the card 
is refunded and so is the deposit for the card. The card is then 
retained by the card reader

  Refund card balance only - Any value left on the card is 
refunded in coins and user retains the card

  16 key membrane type keypad enabling the operator to carry 
out “Admin Mode” functions

  Command inputs and outputs can be followed on a dedicated 
operator LCD on the inside of the door of the Refund Unit 
Module 

  The four coin hoppers are individually mounted on sliding 
shelves for easy operator access

  Reinforced door and cabinet 
  Three Point door locking mechanism
  Door open sensor
  Integral plinth
  Wall mount\secure plate option

GIROVEND VISITOR CARD UNIT ONLY
  Vend card (test\prime card dispenser)
  Insert audit marker
  Empty cash bag

GIROVEND REFUND UNIT & VISITOR CARD 
UNIT
  Fill coin hopper
  Empty hopper to pre-de� ned � oat level
  Empty hopper completely



G4S Technology
technology@uk.g4s.com
www.g4stechnology.com

01/10 © G4S Technology 2010  

GIROVEND 
CASHLESS PAYMENTDATASHEET

GIROVEND  |  VISITOR CARD UNIT & REFUND UNIT
DATASHEET

TECHNICAL SPECIFICATION
GIROVEND VISITOR CARD UNIT: 
  GiroVend Universal Reader Head
- Mifare, iCLASS or ONLINE Card Reading
- 2x16-character display
- Includes pull thru operation

  Munzprufer EMP 800 Coin Validator
  Asahi Seiko CD 1000 Card Dispenser
  Door open sensor
  Windows CE Control Unit 

Environmental
  Operating temperature 0-40°C, humidity 0-50%
  Suitable for use in dining areas, of� ces, corridors and foyers
  Not for use outside, in wet conditions or areas with a 
consistently high temperature

Electrical
  13A standard socket required

Network 
  10/100 Ethernet via RJ45 Connector

Dimensions 
  W:30cm x H:100cm x D:31cm   
  Height is increased to 161cm with plinth

TECHNICAL SPECIFICATION
GIROVEND REFUND UNIT:
  4x Azkoyen Hopper U Hopper (Single coin)
  User Function Keys
  16 Key Internal Administrator Key Pad
  Remote LCD Module
  Links to Guest Card CE Control System
  Refund buttons

Environmental
  Operating temperature 0-40°C, humidity 0-50%
  Suitable for use in dining areas, of� ces, corridors and foyers 
  Not for use outside, in wet conditions or areas with a 
consistently high temperature

Dimensions 
  W:30cm x H:100cm x D:31cm   
  Height is increased to 161cm with plinth

THE COMPLETE GIROVEND CASHLESS 
PAYMENT HARDWARE RANGE INCLUDES:
  Touch Screen Tills
  EPOS Card Readers
  Cash Loaders
  Vending Units
  Chip & Pin Kiosks

The GiroVend Visitor Card Unit can be supplied alone or with 
the GiroVend Refund Unit. The GiroVend Refund Unit is only 
available with the GiroVend Visitor Card Unit.


